Optimization of AP Placement and Channel Assignment in Wireless LANs
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Abstrua—The design of a wireless local area network (WLAN)
has an important ssoe of determining the optimal placement of
access points (APs) and assignment of chammels to them. WLAN
services tn the ontdoor as well as tndoor environments shonkd be
deslgned in order to achieve the maximom coverage and throngh
pot To provide the maximom coverage for WLAM service areas,
APs shonld be tstalled soch that the stm of sinal measnred at
each traffic demand point 1= maximized. However, as nsers con-
nected to an AP share wireless channel bandwidth with others tn
the same AP, AP placement shomld be carefnlly decided to max-
tmize the thromghpuot by considering load balancing among A Ps
and chanmel interference for the nser traffic demand. [n this pa-
pet, therefore, we propose an approach of optimizing AP place-
ment and channel assienment in YWLAMNs by formolating an op-
timal integer near programming {[L.F) problem. The optimiza-
tion objective t= to minimize the maximom of channeal otiltzation,
which qoalitatively represents congestion at the hot spotin WLAN
service areas. [t1s seen from the simulation resols that the pro-
posed method finds the optimal A P placement and channeks which
mintmize the maximom of channel ntilzation.

tmlzx Torms—MNetwork Deslgn, WLAN, [EEE 802.11b, load
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I. INTRODUCTION

Although the WLAM [1] is designed to provide LAM con-
nections to the area where the premises wiring systems a®
rot available for the comventional wired TAM service, it be-
gins to support mobile computers thronghont a building or a
campus. In general, WLAMs operate in the unlicensed indus-
trial, scientific, and medical (ISK )Y bandsat 9158 Hz, 2.4 GHz,
and 5 GHz. The first version of WLAN specification, JEEE
812.11, provides only up to 2 Mbps, which allows divect se-
quence or frequency-hopping spead spectrum to be used in
2.4 GHz or opemtion at the infrared frequencies. However,
the TEEE 802, 11b standard has emeiged to provide high rate
WLAM service up to 11 Mbpsin 2.4 GHz, which uses the mod-
ified version of TEEE 802. 11 direct sequence spread spectrum.
Recently, 2 new version of high rate WLAN standaid, TEEE
832.11a,can provide up to 3 Mbps at the 3 GHz UNII band.
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WLAMs consists of moebile computers with network
adapters (MAs) and access points (APs) which ave connected
to high speed wired LANs. While WL AN s have been consid-
ered to be nsed inthe indoorenvironment such asin a boilding,
their nsage has been extended to the Internet access service in
the cutdoorenvironment like withina campus or on the stieet.

Indesigning WLAM services, the most important problem is
to determine where APs shoold be located =0 that the coverzge
and the thronghpat of the service area are maximized. There-
tore, the WLAN service design piocess will be composed of
following steps.

1} Estimation of the demand aea map: The WLAN service
area will be given to Intemet Service Providers (ISPs)
accoing to user demand. Then, I3Ps shoold draw the
complete map of the service area by investigating the
physical space with walls or baiers. The service aea
map will be divided into smaller demand points whee
signal is measuied from APsand the nomber of nsersor
traffic demand is estimated.  For example, the demand
point can be a small sqoare nnitof 1 x 1 w2

2} Selection of candidate locations for APs: Asthe physical
location of APs may be resticted to particlar areas be-
canse of the connection to the wired LAN, the power sop-
ply, and the installation and administration costs, I5Ps
will select the candidate locationsto APs.

3} Signal measnement at the demand point in the service
arex In oder to provide the maximom coverage and
thionghpat, signal measored or estimated at each de-
mand point shonld be greater than the thieshold with
which the minimom rate is gnamnteed. Bor example, in
TEEE #072.11b, the automatic @te fallback (ARFY func-
tion will provide several kinds of mtes soch as 1/2/5 5711
Mbps according to the distance between APs and mo-
bile computers. In addition, as the barier to the wave
will change the power of the signal even if two demand
points ae located in the same distance to an AF, the sig-
nal measurement procedare is important to povide the
MaXlMLm SEIvice Ccoverage.

4% Decide APs withont channel inteference: In geneal,
given the service aeas and the signal measurement in-



tormation map, 15Ps will decide the best locations of
A Psto meet user traffic demand and performance metrics
in the minimom cost. In TEEE 832.11b, if one AP uses
the same channel assigned to a neighboring AP, WLAM
petformance is significantly degraded due to the chan-
nel interference. Theetor, neighboring APs shonld nse
different channels with the minimom channel distance
which iz defined to avoid the channel interference. When
deciding AFPs, usnally, the optimization objective for the
maximom WLAMN service area is to maximize the sum
of the signal throughoat the demand points. However,
the thiooghput of mobile hosts can be improved by plac-
ing APs approprately accowding to user popularity and
traffic demand.

5} Re-configuration of APs and channels with feedback in-
formation: After installation of APs, TSPs will collect
the utilization statistics of APs and incomingfontgoing
tratfic flows per AP, Then, new APs may be installed at
congested areas, or idle APs may be moved to other ar-
€as in oer to enhance the WLAM service. Tn addition,
channel assignment may be reconfigured to avoid inter-
ference.

Reseach on the AF placement and channel assignment in
WLAMs has only been recently studied, although there have
been many studies on capacity planning in cellolar networlcs
[2]. The traditional coverage-orented WLAMN design method
addresses only how to deliver the maximom signal to every
WLAMN service area. In [3], the coverage-onented WLAN de-
sign problem has been formulated in ILP to maximize the sum
of signals seen at each traffic demand point. The ILP problem
tormalation incloded the channel assignment problem with no
channel interfeence. [4] explained the general WLAN design
method in large-scale WLAN service areas. And, [3] proposed
optimization algorithms to maximize both the coverage aea
and the oveiall signal quality.

However, when APs are installed inthe WLAM service ar-
eas to support a lot of mobile bosts, not only coverage bot
also load balancing among APs should be consideed, be-
canse the number of active hosts connected to APs will affect
the WLAN network performance. Bor example, when each
WLAM service area has a different population of mobile hosts,
one AP to which a lot of mobile hosts are connected may be
congested, whereas other neighboring APs are idle with no
nsers. The basic TEEE 832.11b Mediom Access mechanism is
called Distriboted Coordination Fonction (DCEY, ard is based
on the Carner Sense Maoltiple Access with Collision Avoid-
ance [CSMA/CA) protocol. Thaos, channel otilizationof an AP
representsthe netword perfomance in the WLAM service aea.
Bandwidth providedto each nser will be decreased by the num-
ber of nsers contending the same mediom of an AP [6]. This
problem may frequently bappen at WLAM service areas be-
canse of the dynamics of mobile hosts and nsers. Therefowr,

APz in WLANs shoold be installed o maximize the network
pertormance sach that the maximom thronghpat is provided to
each user by distributing user requests to APs. In this paper,
herce, we propose an optimization method of AP placement
and channel assignment in WLANs in order to minimize the
maximom of channel ntilization.

The remainder of this paper is oiganized as tollows. In sec-
tion II the optimization problem tormulation of AP placement
andchannel assignment in WLAMs isexplained. The msultsof
the performance evaluation by simulation are discussed in sec-
tion III. Section TV explains a mconfiguration method of APs,
and section ¥ conclodes this paper

TI. AP PLACEMENT AND CHANNEL ASSIGHNMENT
PROELEM

AL Assumptions

To simplify the problem, we assume the following condi-
tions concemning taffic demand, WLAMN service areas, and
APs

« A set of t@ffic demand points, Ny - Demand points in
a WLAMN service area ae defined to measu® the signal
from the AF, or to estimate the amonnt of traffic demand
or user popularity. Borexample, asquae unitofl x1 R
repesents a traffic demand point.

« The average wolome of traffic demand per demand point,
T, . At each demand point, traffic demand is given with
the measured or estimated traffic volome per wireless
host. Bach demand point will be assigned to one AF.

« A set of AP candidate points, &, : Candidates points
where APs will be installed are given. Por a given set of
demard points, candidate AT location points are specified
such that every demand point is connected to at least one
AP The maximom number of APs which can be installed
atthe same area will bethee in TEEE 8J2.11b, when each
AP uses non-overlapping channels,

« Signal marix, § = {a;} : the Signal-to-Moise Ratio
(SMR)value, #i5, at demard point { from AP 7 isgiven

Giventhe assumptions, we generate an AP assignment graph
and achannel assignment one which will be nsed inthe process
ofthe ILF problem formalation.

« AP assignment graph, & = (N, E}

— Modes (V) consist of asetof demand points, Ny, and
a set of candidate APs, V.

— A link is connected between a point 4 and a candidate
AP 4 if the signal from J to 4 (4;) is greater than a
threshold.

» Channel assignment graph, (Fz = {(Nz, Ee)

— Modesconsists of candidate APs, IV,.
— Alinkexistsbetween APsif APsa® withinachannel
interference distance. Then, non-ovedapped chan-



nels should be assigned to them to ensare that per-
tormance does not degrade.

An example of generating 7 and (7, is given in Fig. 1. The
demand points and candidate AP location points are given as
shown in Fig. 1-{a). By connecting each traffic demand point
1o candidate APs within signal distance, we geneimte an AP
assignment graph € (Fig. 1-(bY%. Also, a channel assignment
graph, € (Fig. 1-icY), is created by connecting APs within
channel interference distance.

E. Problem Formulation

The problemot designing the WLAMN service under different
nser densities at each area is to find the best location of APs
with non-overlapped channels such that the available band-
width at each WLAM service area as well asthe coverage aea
are maximizad.

In this subsection, we formulate the problem of minimizing
the maximuom of channel otilization of an AP, while satisfying
the traffic demand.

Priorto the problem tormulation, the tollowing variables and
constants are defined.

# T . the binavy variable, 1 if point { is assigned 1o AP 7,

otherwise Q.

# ;. the binary variable, 1 if channel £ is assigned to AP
i, otherwise Q.

« B, . the maximom bandwidth provided by a channel of
AP jteg., 11 Mbpsin IEEE 3)2.11b). Although the ca-
pacity of achannel at an AP will be defined as a function
of users andtheir connections[ 6], it isassumed, inthis pa-
per, that the constant bandwidth is provided by a channel
of each AF to simplify the problem formulation.

# ag:the binary vanable, 1 if AP j isselected, otherwise 0.

« K : asetof available channels

« o : the maximum of channel utilization. This metric @p-
resents the maximom of traffic loads assigned to APs,
which is the practical metric for the WLAN network per-
tormance, becanse it explains gualitatively congestion of
WLAM zervice aeas.

The TLF formulation of AP placement and channel assign-
ment problem considering traffic demand is defined by extend-
ing the conventional topological design problems [7] as fol-
lows.
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The objective (1% is to minimize the maximom of channel
utilization at each AP Constiaint (2) states that each demand
point should be assigned to one AF. Constaint (3) is the con-
dition that the total traffic demand of demand peints should
be less than the wireless link bandwidth provided by an AR
Constiaint (4)denctes the AP j is selected if the demand point
i is connected to the AP §. Constraint (5) says that a chan-
nel should be assigned to the selected AP Constraint [6) de-
sciibes the non-ovedapping channel condition with the mini-
mum channel distance.
Aside from minimizing the maximom of channel ntilization,
the optimization objective may be to minimize the number of
APs for the minimom oost [Z a4} or to maximize the sum of

the signal power (3 24

IIT. PERFORMANCE EVaL UATION

A Envimonments

We used CPLEX [8] to solve the ILF formulated problem.
Forthe ARFfunction, we assumed that 11, 5.5,2,and 1 Mbps
barndwidth connections are established when the distance be-
tween the mobile host and an AP is less than 160, 270, 403,
and 550 m, respectively. The channel interference distarce is
set to 550 m. The aversge traffic demand per user is assumed
as 200 Kbps, and the number of users per demard point is 1an-
dornly distribnted betwaen 1 and 13, The taffic demand at a
demand point is given by the number of users % the average
traffic dermand peruser.

B Casze Study af ar Example Network

Cn the sample network example in Fig. 1, we foond a set
of selected APs ard their channels with the objectives of mini-
mizing the maximom of channel otilization and the nomber of
APs

In Table 1, it is shown that the maximom of channel otiliza-
tion is 1.64 with five selected APs with the objective of mini-
mizing «. However, the number of APs is reduced to four by
using the objective of minimizing the nomber of APs with the
increase of e [2.36). If the x,; variable is real, that is, every
mobile host at a demand point may choose different AP and
thereby tiaffic demand is optimally assigned to AFs, the maxi-
muom of channel utilization (1.36%can be ednced.
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THE RESULT OF THE EXAMPLE METWORE ({ *) SHOWS THE RESULT WITH
THE REAL VALUE OF :'.I.‘-i.{:l

| Chiective | fu | Murmberof APs |
| u] 1.6411.36) 2361236
| Mumberof selected AFs 519} 4143

C. Random Topofogy

Agit isdifficnlt to get all the information abouot the large-sale
WLAN service area environments such as demand points, oser
popularity, signal measoement, and trathc demand estimation,
we use a general network topology for the verification of the
proposed method. To investigate performance on the general
network topology, we randomly generated demand points and
cardidate AF pointson the grid plane of 200 » 200 whee exch
grid epresents 10 ¥ 10 m? sqnare unit.
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InFig. 2, wecan zee that e is educed by increasing the nom-
berof candidate APs asthe numberof traffic demand peointsin-
creases. However, Fig. 3 shows that the size of the best AP =et
de ot inciease even if tratfic demand becomes high, becanse of
the channel interfeence cordition. For example, the rquived
number of APs is about 13 for the traffic demand points ae
greaterthan 40. Therefoe, it will save the installation and ad-
ministrationcosts for ISPs to choosing the optimal AP location
by the proposed method.

L. Constdering Avtormntic Rate Tallback Distances

If the WLAN topology is supposed to provide high bit rate
fe.g.. 11 or 5.5 Mbps) connections to mobile hosts, candidate
ATPs should be located such that every mobile host, with the
maximam signal power and within the short distance between
ATPs and mobile hosts, is connected in high bit 1ate to at least
one candidate AP on the AP assignment graph. Hence, if we
solve the same WLAN service design problem after adding
more candidate APs whose distance to mobile hosts is short



enough to provide high bit rate connections, mobile hosts get
mowe increased bandwidth. For example, for a set of 2 can-
didate AF location points, which can connect mobile hosts of
430 demand points to APsin the bandwidth of at least 1 Mbps,
the optimization problem finds an e of 3.4 with 11 APs. In
the same environment, if we tncrease the numberof candidate
AP location points to 40 such that at least 5.5 Mbps connec-
tions are provided, 19 APs are selected to educe a to Q.35
Therefore, for a given WLAN networls, we can get a solution
of selected APs that increases the end hest thronghpat, after
putting move candidate APs which provide high bit rate con-
nections. However, adding moe candidate APs increases the
administrative cost and the computation complexity, becansa
the channel interference condition must be ®solved among all
the neighboing APs.

IV, RECOWAGURATION

In geneual, the traffic demand pattem of the wieless LAMN
will be more dynamic due to the nser mobility than that of the
wired LAM. Therefore, after wieless LAM APs are installed
thronghout the service area, it is necessary that APs should be
efficiently reconfignred underdynamically changing traffic de-
mand. During the mconfiguration process, APs and theirchan-
nels may be changed, which will canse user taffic disuption.
In this section, we propose an AP econfiguration method with
the objective of minimizing the ameonnt of twraffic demand dis-
muptiondue to new assignment of APs to demand points, while
it maintains ¢ less than that of the original AP confignration.

The problem solving proceduie of reconfiguiation is shown
in Fig. 4. When the original traffic matix {7} is changed
to {75}, we first solve the problem for the new traffic demand
matrix {75} to gat the optimal value of e Then, we find the so-
lution forthe new traffic demand matrix, {7} } that isasetof AP
and demand point associations which minimizes the amount of
changed traffic lows, while the maximnm of channel ntiliza-

tion 1s lessthana.
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Fig. 4. The Frobkem Solving Pooedure of Recanfiguration

Lat ﬁ.;'_;. denote the amownt of added taffic flows at demand
point € assigned 1o AF j, and ‘ﬁ‘i_j the amount of traffic to be
subtracted at the demand point and AP association, {4, 3. The
reconfiguration problem formolationis given as follows.
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The objective [T} is to minimize the amoont of changed tiaf-
fic flows due to new assignments of AP to demand points. In
constraint (9, o is set to 3 constart valoe of the maximom of
channel atilization for the new t@affic demand. Constraint (104
deszcribes the differences between new AP assignment vani-
ables ard old ones.

Bor ingtance!, when the traffic demand matrix is randomly
changed within the maximom vaviation valoe of 100 %, the
optimal a for the new traffic demand matrix isQ.86. However,
if AP configumtion for the old trzffic demand matrix is used,
a becomes 1.07. Then, throngh the optimization step of mini-
mizirg the amoont of changed taffic flows (=29, we canfind
the AP and demand point associations satistying o of Q.86

Y. ConcCLUS1ION

In this paper, we proposed an optimization method of AP
placement and channel assignment to minimize the maximom
ofchannel ntilization in TLP problem formuolations. By using a
simple model of demand point andchannel assignment graphs,
the WLAMN service design pmocess can be easily performed.
The proposed method finds the best set of AP locations for load
balancing by considering user traffic demands. From the sim-
nlation m@snlts, it is seen that the maximom of channel ntiliza-
tion or the nomberof selected APs is minimized. Tn this paper,
we assumed that constant bandwidth is provided by a channel
at an AP egamdless of active nseis and connection bit ates.

1200 » 200 god topelogy, L5 candidate APz, and 50 dermand poink



However, in order to perform complete capacity planning, the
dynamic AP capacity function of the number ot users and their
bit rates should be considered. In addition, a eal WLAMN ser-
vice environment will be considered to experimentally test the
proposed WLAN design method
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